
WHEEL LOADER
Model Code : ZW370
Operating Weight : 30 560 - 31 290 kg
Bucket Capacity : ISO Heaped : 4.3 - 7.5 m3

Max. Engine Output : 268 kW (359 HP)

ZW series 
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Series

Introducing the New Productive 
Wheel Loaders:

Top-Class Production with High Dependability

High Productivity
Computer-controlled engine
Improved rimpull control and 
acceleration
Power mode and fuel-ef�cient mode
Advanced hydraulic cooling fan
Torque proportional differential (TPD)
Load-sensing hydraulic steering system 
Idle management system
Outboard wet disc brakes 
Limited slip differential (LSD), optional 
Lock-up torque converter, optional 
Active traction control, optional 
Ef�cient loading system (ELS)
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Comfortable Cab
High visibility

ROPS/FOPS standards

Full-auto air conditioner/heater

Single shift lever 

Fully adjustable suspension seat

Machine operation diagnostic module 

(MODM)

Assortment of accessories

Directional switch

Down-shift switch

Adjustable steering column

Adjustable clutch cut-off timing

Lift arm auto-leveler

Shift hold switch
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High Durability and Dependability
Strong lift arms and bucket 

Sealed bucket hinge pins

Buffer rings for hydraulic cylinders 

Extended greasing intervals of universal 

joints

Full box-section track frame

Wet disc parking brakes

Ride control system
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Easy Maintenance
Easy access to engine and �lters

Multi-coat painting process 

Halogen head lights 

LED rear lights

DT connectors
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Speci�cations
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The new engine complying 
with the Emission Regulations  
EU Stage III A

The advanced low-noise 
design complying with the 
coming EU noise regulation 
2000/14/EU Stage II

Note :	 Pictures may or may not include standard and 
optional equipment speci�ed individually by 
country.




